T?EHI.BA Control Wiring Product Name Model Name Q'ty
Carrier Name Label Wiring Wiring Size and Length Outdoor Unif(s) MMY-MAP1144HTOUL 1
- 2-core Non-polarity Indoor Unit(s) MMU-AP0182H2UL 1
Outdoor - Indoor Control Wiring U1 U2 .
Shielded cable AWG16: Up to 3280 ft (1000 m) Indoor Unit(s) MMU-APO212H2UL 1
- ] Indoor Unit(s) MMD-AP0124BH2UL-1 1
MMY "MAP1144HT9UL Central Control Wiring U3 U4 2-core Non-polarity AWG14: Up to 6560 ft (2000 m) ndoor Unii(s) A EESET— 1
>:oton Shielded cable Indoor Unit(s) MMD-AP0364BH2UL-1 1
; " 2-core Non-polarity AWG16 to AWG14/Up to 330 ft (100 m) Accessories RBC-U31PG(W)-UL 2
Outdoor Units Control Wiring Us U6 Shielded cable V-IomTs) TR TOEO -
—,'555’—: ffxfffrf
Remote Controller Wiring AB 2-core AWG20 to AWG14
- Up to 1640 ft (500 m)
- Up 1310 ft (400 m) in case of wireless remote control in group control.
- Up to 660 ft (200 m) total length of control wiring between indoor units
3 AC + Earth e — —
E— [ “S— .
208/230V —
—_—— = Refrigerant Cycle No. 1
— &+ Outdoor N VRF-P0-01
o = utdoor Name -PO-
= Outdoor Type SMMS-i
Model Name MMY-MAP1144HTOUL
Horsepower 9.5ton
. - Outdoor Capacity 114.00kBtu/109.86kBtu/128.00kBtu/135.94kBtu
Indoor Required Cooling Capacity 117.00kBtu/114.34 (114.34)kBtu/110.88kBtu
Indoor Required Heating Capacity 131.50kBtu/129.79 (129.79)kBtu/5.00kBtu
U1 U2 Unit Position Below
7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
Additional Refrigerant 18.93Ibs
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- The user is responsible for ensuring that all data entered is correct.

4-way Cassette
MMU-AP0212H2UL

1.75ton
21.00/20.96 (20.96)/20.20[kBtu]

24.00/23.69 (23.69)/1.00[kBtu]

Medium Static Duct
MMD-AP0124BH2UL-1

1ton
12.00/11.98 (11.98)/11.50[kBtu]

13.50/13.32 (13.32)/1.00[kBtu]

4-way Cassette Medium Static Duct
MMU-AP0182H2UL MMD-AP0364BH2UL-1

1.5ton 3ton
18.00/17.40 (17.40)/16.90[kBtu] 36.00/35.38 (35.38)/35.38[kBtu]

20.00/19.74 (19.74)/1.00[kBtu] 40.00/39.48 (39.48)/1.00[kBtu]

- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.
- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation.
- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.
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Medium Static Duct
MMD-AP0304BH2UL-1

2.5ton
30.00/28.62 (28.62)/26.90[kBtu]

34.00/33.56 (33.56)/1.00[kBtu]
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T?EHI.BA Control Wiring Product Name Model Name Q'ty
Carrier Name Label Wiring Wiring Size and Length Outdoor Unif(s) MMY-MAP1144HTOUL 1
- 2-core Non-polarity Indoor Unit(s) MMK-AP0073H2UL 1
Outdoor - Indoor Control Wiring U1 U2 .
Shielded cable AWG16: Up to 3280 ft (1000 m) Indoor Unit(s) MMD-APO364BH2UL-1 1
- ] Indoor Unit(S) MMD-AP0484BH2UL-1 1
MMY -MAP1144HT9UL Central Control Wiring U3 U4 2-core Non-polarity AWG14: Up to 6560 ft (2000 m) ndoor Unii(s) A Es T 1
>:oton Shielded cable Y-Joini(s) RBM-BY105UL 3
S Shielded cable
.'l'.'l'.'l'.'l' | : LEEE
Remote Controller Wiring AB 2-core AWG20 to AWG14
- Up to 1640 ft (500 m)
- Up 1310 ft (400 m) in case of wireless remote control in group control.
- Up to 660 ft (200 m) total length of control wiring between indoor units
3 AC + Earth e — —
E— [ “S— .
208/230V —
—_—— = Refrigerant Cycle No. 2
— B Outdoor N VRF-P0-02
o = utdoor Name -PO-
= Outdoor Type SMMS-i
Model Name MMY-MAP1144HTOUL
Horsepower 9.5ton
' : Outdoor Capacity 114.00kBtu/110.21kBtu/128.00kBtu/135.81kBtu
Indoor Required Cooling Capacity 115.50kBtu/113.42 (113.42)kBtu/107.00kBtu
Indoor Required Heating Capacity 129.50kBtu/127.82 (127.82)kBtu/4.00kBtu
U1 U2 Unit Position Below
7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
Additional Refrigerant 20.421bs
o1 1/8"/P1/2"
27.4/3[ft]
o7/8"P1/2" o7/8"1P1/2"
2.0/3.0[ft] 2.0/3.0[ft]
—{ D] ira BX era D] era <]
1 AC + Earth 220V
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11.4ft/2.0ft 11.5ft/3.0ft 11.8ft/2.0ft ; 46.0ft/4.0ft

1 1 1 1
Medium Static Duct High Wall Medium Static Duct Medium Static Duct
MMD-AP0244BH2UL MMK-AP0073H2UL MMD-AP0364BH2UL-1 MMD-AP0484BH2UL-1

2ton 0.6ton 3ton 4ton
24.00/23.96 (23.96)/20.70[kBtu] 7.50/7.49 (7.49)/7.40[kBtu] 36.00/34.80 (34.80)/33.40[kBtu] 48.00/47.17 (47.17)/45.50[kBtu]

27.00/26.65 (26.65)/1.00[kBtu] 8.50/8.39 (8.39)/1.00[kBtu] 40.00/39.48 (39.48)/1.00[kBtu] 54.00/53.30 (53.30)/1.00[kBtu]
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- The user is responsible for ensuring that all data entered is correct.

- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.

- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation.

- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.
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TOSHIBA

= = Control Wiring Product Name Model Name Q'ty
Carrier Name Label Wiring Wiring Size and Length Outdoor Unfi(s) VIV -MAPOSGARTOUL
- - i Indoor Unit(s MMD-AP0304BH2UL-1
Outdoor - Indoor Control Wiring U1 U2 2-core Non-polarity )

Indoor Unit(s) MMD-AP0424BH2UL-1
Indoor Unit(s) MMD-AP0364BH2UL
Y-Joint(s) RBM-BY105UL

Shielded cable

8 Central Control Wiring U3 u4 2-core Non-polarity
ton Shielded cable

U5 U6 2-core Non-polarity
Shielded cable

AWG16: Up to 3280 ft (1000 m)
AWG14: Up to 6560 ft (2000 m)

MMY -MAP0964HTOUL

Nl =] =] a2 -

Outdoor Units Control Wiring AWG16 to AWG14/Up to 330 ft (100 m)

%I: J'ffjff.n'f
‘ Remote Controller Wiring AB 2-core AWG20 to AWG14
- Up to 1640 ft (500 m)
- Up 1310 ft (400 m) in case of wireless remote control in group control.
- Up to 660 ft (200 m) total length of control wiring between indoor units
3 AC + Earth E e — |
208/230V —— o
M p— el
E E E E tE Refrigerant Cycle No. 3
e — . Outdoor Name VRF-P0-03
il B Outdoor Type SMMS-i
Model Name MMY-MAP0964HTOUL
Horsepower 8ton
‘il : Outdoor Capacity 96.00kBtu/96.52kBtu/108.00kBtu/115.39kBtu
| Indoor Required Cooling Capacity 108.00kBtu/106.87 (106.87)kBtu/101.90kBtu
Indoor Required Heating Capacity 121.50kBtu/119.92 (119.92)kBtu/3.00kBtu
U1 U2 / Unit Position Below
7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
Additional Refrigerant 19.271bs
o7/8"P1/2"
27 .4/3][ft]
7/8"/P1/2"
13.2/3.0[ft]
e % 4 X 4 3
1 AC + Earth 220V
il Wil i

FFi ‘ / i V i ‘
»5/8" d5/8" d5/8"

»3/8" # - »3/8" # ®3/8" o 3
11.4ft/4.0ft 21.3ft/3.0ft 52.5ft/3.0ft e

- The user is responsible for ensuring that all data entered is correct.

2
Medium Static Duct
MMD-AP0364BH2UL

3ton
36.00/35.94 (35.94)/34.60[kBtu]

40.00/39.48 (39.48)/1.00[kBtu]

2
Medium Static Duct
MMD-AP0424BH2UL-1

3.5ton
42.00/41.93 (41.93)/40.00[kBtu]

47.50/46.88 (46.88)/1.00[kBtu]

2
Medium Static Duct
MMD-AP0304BH2UL-1

2.5ton
30.00/29.00 (29.00)/27.30[kBtu]

34.00/33.56 (33.56)/1.00[kBtu]

- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.
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- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation.
- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.
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T?EHI.BA Control Wiring Product Name Model Name Q'ty
Carrier Name Label Wiring Wiring Size and Length Outdoor Unif(s) MMY-MAPO724HTOUL 1
. 2-core Non-polarity Indoor Unit(s) MMU-AP012TMH2UL 1
Outdoor - Indoor Control Wiring U1 U2 .
Shielded cable AWG16: Up to 3280 ft (1000 m) Indoor Unit(s) MMK-APO123H2UL 1
- ] Indoor Unit(s) MMD-AP0304BH2UL-1 1
MMY "MAPOQ724HT9UL Central Control Wiring U3 U4 2-core Non-polarity AWG14: Up to 6560 ft (2000 m) ndoor Unii(s) A Es T 1
oton Shielded cable Accessories RBC-UM11PG(W)-UL 1
; " 2-core Non-polarity AWG16 to AWG14/Up to 330 ft (100 m) Y-Joint(s) RBM-BYS5UL 2
Outdoor Units Control Wiring Us U6 Shielded cable V-IomTs) TR TOE 1
%': :'f:'f:'f:'f
Remote Controller Wiring AB 2-core AWG20 to AWG14
- Up to 1640 ft (500 m)
- Up 1310 ft (400 m) in case of wireless remote control in group control.
- Up to 660 ft (200 m) total length of control wiring between indoor units
3 AC + Earth e —
oBiziOV EEEE
Ra —
—_— = Refrigerant Cycle No. 4
—
—] &+ Outdoor Nam VRF-P0-04
=1 utdoor Name e
- Outdoor Type SMMS-i
Model Name MMY-MAPO724HTOUL
Horsepower 6ton
e d Outdoor Capacity 72.00kBtu/71.00kBtu/81.00kBtu/86.28kBtu
| Indoor Required Cooling Capacity 78.00kBtu/77.11 (77.11)kBtu/64.15kBtu
Indoor Required Heating Capacity 88.00kBtu/86.85 (86.85)kBtu/4.00kBtu
U1 U2 Unit Position Below
7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
Additional Refrigerant 7.45lbs
7/8"IP1/2"
27.4/3[ft]
®5/8"/1P3/8" ®5/8"/P3/8"
17.5/4.0[ft] 9.5/3.0]ft]
‘q 1 1
A —H < - % 4+ B - ]
1 AC + Earth 220V
Firl i il Ll

i V o V W V i ‘
®5/8" ®5/8" ®3/8" ®3/8"
®3/8" B ®3/8" gl = ®1/4" ' ®1/4" a0

-8 . =
4.0ft/4.0ft e 4.0ft/4.0ft : 13.4ft/3.0ft _ 39.4ft/1.0ft e,

3 3 3

Medium Static Duct Medium Static Duct High Wall Compact 4-way
MMD-AP0244BH2UL MMD-AP0304BH2UL-1 MMK-AP0123H2UL MMU-AP0121MH2UL
2ton 2.5ton 1ton 1ton

24.00/23.96 (23.96)/18.90[kBtu] 30.00/29.95 (29.95)/25.70[kBtu] 12.00/11.60 (11.60)/10.40[kBtu] 12.00/11.60 (11.60)/9.15[kBtu]
27.00/26.65 (26.65)/1.00[kBtu] 34.00/33.56 (33.56)/1.00[kBtu] 13.50/13.32 (13.32)/1.00[kBtu] 13.50/13.32 (13.32)/1.00[kBtu]
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- The user is responsible for ensuring that all data entered is correct.

- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.

- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation.

- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.
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TDSHI.BA Control Wiring Product Name Model Name Q'ty
Carrier Name Label Wiring Wiring Size and Length Outdoor Unit(s) VIVIY-AP1444FT9UL ]
- 2-core Non-polarity Outdoor Joint(s) RBM-BT14UL 1
Outdoor - Indoor Control Wiring U1 U2 .
Shielded cable AWG16: Up to 3280 ft (1000 m) Indoor Unit(s) MMU-APO182H2UL 1
MMY  -MAPO724HTSUL “MAPO724HTOUL : AWG14: Up to 6560 ft (2000 indoor Unit(s) MMU-APOToZR2UL °
Central Control Wiring U3 U4 2-core Non-polarity - YPlo ( m) Indoor Unit(s) MMU-AP0212H2UL 7
oton oton Shielded cable Indoor Unit(s) MMU-AP0242H2UL 1
: . 2-core Non-polarity AWG16 to AWG14/Up to 330 ft (100 m) Indoor Unit(s) MMD-APO364BH2UL-1 1
T Outdoor Units Control Wiring US UG Shielded cable A CesSoreS S CUTIFC =
—chip] et Y-Joint(s) RBM-BY55UL 1
‘ Remote Controller Wiring AB 2-core AL\JNG21%:8 fA(\Q(/)SM)' Y-Joint(s) RBM-BY105UL 4
- to t m T -
- UB 1310 ft (400 m) in case of wireless remote control in group control. Y-Joint(s) RBM-BY205Ut 1
- Up to 660 ft (200 m) total length of control wiring between indoor units
2081230V R = — v -
— m— - m— efrigerant Cycle No.
=EE= '—"EE= 0 N VRF-P1-01
— — N —g utdoor Name -P1-0
= =7 Outdoor Type SMMS-i
Model Name MMY-AP1444HTOUL
Horsepower 12ton
: . | H o | Outdoor Capacity 144 .00kBtu/137.40kBtu/162.00kBtu/171.71kBtu
Indoor Required Cooling Capacity 145.20kBtu/141.97 (141.97)kBtu/126.80kBtu
®3/8 \ Indoor Required Heating Capacity 162.00kBtu/159.90 (159.90)kBtu/7.00kBtu
U1 u2 us U6 Unit Position Below
7 7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
o7/8"P1/2" o7/8"P1/2"
212[ft 212t Additional Refrigerant 4.19lbs
RBM-BT14UL
®1 1/8"/P5/8"
9.1/2[ft]
®1 1/8"/P5/8" o7/8"1P1/2" o7/8"P1/2" o7/8"P1/2" ®5/8"/1P3/8"
2.0/3.0[ft] 2.0/3.0]ft] 0.0/0.0[ft] 0.0/0.0[ft] 0.0/0.0[ft]
A 5 a be 4 5 a >3 s ¢ # 5 4 b4
1 AC + Earth 220V
L L i L i Ll I

77 ‘ / 77 V 77 V 77 V i V 77 V 77
®1/2" ®5/8" ®1/2" ®1/2" ®5/8" ®1/2" ®5/8"
o ®1/4" .- ®1/4" i ®3/8" . ®1/4" “ ®3/8" .
10.8ft/2.0ft 'l.-‘ . l 12.5ft/2.0ft l-‘ » ‘- 12.5ft/4.0ft :IJ - “ 8.5ft/3.0ft ’--—‘ - ‘ 27.9ft/3.0ft 'I'I - ‘

Dd1/4" # d3/8"
i a
14 .0ft/2.0ft - . 8.0ft/4.0ft

1 1 1 1 1

- The user is responsible for ensuring that all data entered is correct.
- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.

4-way Cassette
MMU-AP0152H2UL

1.25ton
15.40/15.37 (15.37)/14.70[kBtu]

17.00/16.78 (16.78)/1.00[kBtu]

Medium Static Duct
MMD-AP0364BH2UL-1

3ton
36.00/35.94 (35.94)/32.30[kBtu]

40.00/39.48 (39.48)/1.00[kBtu]

4-way Cassette
MMU-AP0152H2UL

1.25ton
15.40/14.89 (14.89)/12.50[kBtu]

17.00/16.78 (16.78)/1.00[kBtu]

4-way Cassette
MMU-AP0152H2UL

1.25ton
15.40/15.13 (15.13)/12.40[kBtu]

17.00/16.78 (16.78)/1.00[kBtu]

4-way Cassette
MMU-AP0212H2UL

1.75ton
21.00/20.04 (20.04)/17.90[kBtu]

24.00/23.69 (23.69)/1.00[kBtu]

4-way Cassette
MMU-AP0182H2UL

1.5ton
18.00/17.40 (17.40)/16.70[kBtu]

20.00/19.74 (19.74)/1.00[kBtu]

4-way Cassette
MMU-AP0242H2UL

2ton
24.00/23.20 (23.20)/20.30[kBtu]

27.00/26.65 (26.65)/1.00[kBtu]
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- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation.
- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.
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T?EHI,BH Control Wiring Product Name Model Name Q'ty
Carrier Name Label Wiring Wiring Size and Length Outdoor Unit(s) MMY-MAPO724HTOUL 1
y 2-core Non-polarity Indoor Unit(s) MMU-AP0152H20L 1
Outdoor - Indoor Control Wiring U1 U2 .
Shielded cable AWG16: Up to 3280 ft (1000 m) Indoor Unit(s) MMK-AP0073H2UL 1
VMY MAPO724HTOUL : AWG14: Up to 6560 ft (2000 Indoor Unit(s) MMK-AP0153H2UL 1
Central Control Wiring U3 U4 2-core Non-polarity - YPlo ( m) Indoor Unit(s) MMD-AP0484BH2UL 7
oo Shielded cable Accessories RBC-U31PG(W)-UL 1
- - 2-core Non-polarity AWG16 to AWG14/Up to 330 ft (100 m) Y-Joint(s) RBM-BY55UL 2
Outdoor Units Control Wiring US U6 Shielded cable Y-JomTS) o TEATTE 1
%': :'f:'f:'f:'f
Remote Controller Wiring AB 2-core AWG20 to AWG14
- Up to 1640 ft (500 m)
- Up 1310 ft (400 m) in case of wireless remote control in group control.
- Up to 660 ft (200 m) total length of control wiring between indoor units

3 AC + Earth — —
2 EEERF
208/230V ——
Ra — :
—_— = Refrigerant Cycle No. 6
—
—] &+ Outdoor N VRF-P1-02
el = utdoor Name -P1-
- Outdoor Type SMMS-i
Model Name MMY-MAPO724HTOUL
Horsepower 6ton
e ! Outdoor Capacity 72.00kBtu/73.78kBtu/81.00kBtu/86.80kBtu
| Indoor Required Cooling Capacity 86.30kBtu/85.19 (85.19)kBtu/80.29kBtu
Indoor Required Heating Capacity 96.50kBtu/95.25 (95.25)kBtu/4.00kBtu
U1 U2 Unit Position Below
7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
Additional Refrigerant 6.641bs
7/8"IP1/2"
27.4/3]ft]
®5/8"/P3/8" ®5/8"/P3/8"
13.2/3.0[ft] 0.0/0.0Jft]
‘q 1 1
A —Ht % # e £+ % - ]
1 AC + Earth 220V
Firl i il Ll
A V i g V hi V i ‘
®5/8" . ®3/8" o1/2" ®1/2"
®3/8" ﬁ D1/4" d1/4" i D1/4"
5.0ft/2.0ft * 5.0ft/3.0ft 11.0ft/3.0ft 1-." - ‘ 25.6ft/3.0ft
3 3 3
Medium Static Duct High Wall 4-way Cassette High Wall
MMD-AP0484BH2UL MMK-AP0073H2UL MMU-AP0152H2UL MMK-AP0153H2UL
4ton 0.6ton 1.25ton 1.25ton
48.00/47.92 (47.92)/47.22[kBtu] 7.50/7.49 (7.49)/7.37[kBtu] 15.40/14.89 (14.89)/13.50[kBtu] 15.40/14.89 (14.89)/12.20[kBtu]
54.00/53.30 (53.30)/1.00[kBtu] 8.50/8.39 (8.39)/1.00[kBtu] 17.00/16.78 (16.78)/1.00[kBtu] 17.00/16.78 (16.78)/1.00[kBtu]
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- The user is responsible for ensuring that all data entered is correct.

- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.

- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation.

- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.
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T?EHI.BA Control Wiring Product Name Model Name Q'ty
Carrier Name Label Wiring Wiring Size and Length Outdoor Unif(s) MMY-MAP1144HTOUL 1
- 2-core Non-polarity Indoor Unit(s) MMU-APO152H2UL 2
Outdoor - Indoor Control Wiring U1 U2 .
Shielded cable AWG16: Up to 3280 ft (1000 m) Indoor Unit(s) MMU-APO122H2UL 1
VMY MAP1144HTOUL : _ Indoor Unit(s) MMU-AP0242H2UL 1
;5 Central Control Wiring U3 u4 2-core Non-polarity AWG14: Up to 6560 ft (2000 m) Indoor Unit(s) MMK-AP0093H2UL 1
Ston Shielded cable Indoor Unit(s) MMD-AP0424BH2UL 1
Outdoor Units Control Wiring U5 U6 2-core Non-polarity AWG16 to AWG14/Up to 330 ft (100 m) ﬁcje_ssories RBC-U31PG(W)-UL 4
Sh|e|ded Cable - omt(s) RBM-BY55UL 3
—chip] i) Y-Joint(s) RBM-BY105UL 2
Remote Controller Wiring AB 2-core AWG20 to AWG14
- Up to 1640 ft (500 m)
- Up 1310 ft (400 m) in case of wireless remote control in group control.
- Up to 660 ft (200 m) total length of control wiring between indoor units
3 AC + Earth e — —
E— .
208/230V —
—_—— = Refrigerant Cycle No. 7
— &= Outdoor N VRF-P1-03
o = utdoor Name -P1-
= Outdoor Type SMMS-i
Model Name MMY-MAP1144HTOUL
Horsepower 9.5ton
. o Outdoor Capacity 114.00kBtu/111.31kBtu/128.00kBtu/135.94kBtu
Indoor Required Cooling Capacity 118.30kBtu/116.17 (115.57)kBtu/109.00kBtu
Indoor Required Heating Capacity 132.50kBtu/130.77 (130.77)kBtu/6.00kBtu
U1 U2 Unit Position Below
7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
Additional Refrigerant 20.841bs
o1 1/8"/P1/2"
27.4/3[ft]
D7/8"/D1/2" P5/8"/D3/8" D5/8"/D3/8" P5/8"/P3/8"
13.2/3.0[ft] 0.0/0.0]ft] 0.0/0.0Jft] 0.0/0.0]ft]
q q 1 { 1
—{ D] ira BX era D] era B s ] era P
1 AC + Earth 220V
L L i L i Ll

£ ‘/ £ V Er V £ V £ V £ ‘
v5/8" 172" ®1/2" ®3/8" ©5/8" ®3/8"

v3/8" i O1/4" ; ®1/4" : O1/4" ; ©3/8" = O1/4"

14.0ft/2.0ft ﬂi 23.0ft/3.0ft Ii' A 23.0ft/3.0ft i 2 15.0f/3.0ft ir a 23.0ft/3.0ft i 4 7.2ft/3.0ft

4 4 4 1

Medium Static Duct 4-way Cassette 4-way Cassette 4-way Cassette 4-way Cassette High Wall
MMD-AP0424BH2UL MMU-AP0152H2UL MMU-AP0152H2UL MMU-AP0122H2UL MMU-AP0242H2UL MMK-AP0O093H2UL
3.5ton 1.25ton 1.25ton 1ton 2ton 0.8ton

42.00/41.93 (41.49)/39.40[kBtu] 15.40/15.37 (15.21)/14.00[kBtu] 15.40/14.89 (14.89)/12.70[kBtu] 12.00/11.60 (11.60)/10.60[kBtu] 24.00/23.20 (23.20)/23.20[kBtu] 9.50/9.18 (9.18)/9.10[kBtu]
47.50/46.88 (46.88)/1.00[kBtu] 17.00/16.78 (16.78)/1.00[kBtu] 17.00/16.78 (16.78)/1.00[kBtu] 13.50/13.32 (13.32)/1.00[kBtu] 27.00/26.65 (26.65)/1.00[kBtu] 10.50/10.36 (10.36)/1.00[kBtu]

RBM-HY1043UL

RBM-HY2043UL

[~ ]| =

RBM-HY1083UL

RBM-BY55UL

RBM-BY105UL

RBM-HY2083UL

RBM-BY205UL

A A A

- The user is responsible for ensuring that all data entered is correct.

- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.
- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation. .
- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation. Software Version 2.11.8.0
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TOSHIBA Control Wiring
Carrier Name Label Wiring

2-core Non-polarity
Shielded cable

U3 U4 2-core Non-polarity

Model Name

Q
<

Product Name

Wiring Size and Length Outdoor Unit(s)

Indoor Unit(s)

MMY-MAP0964HTOUL
MMU-AP0182H2UL
MMK-AP0123H2UL
MMD-AP0304BH2UL-1
MMD-AP0364BH2UL-1

Outdoor - Indoor Control Wiring U1 U2

Indoor Unit(s)
Indoor Unit(s)
Indoor Unit(s)

AWG16: Up to 3280 ft (1000 m)
AWG14: Up to 6560 ft (2000 m)

MMY -MAP0964HTOUL .
Central Control Wiring

Nl =] =] 2 A A 2 =

8ton Shielded cable Accessories RBC-U31PG(W)-UL
) _ : Y-Joint -
Outdoor Units Control Wiring U5Ug | 2-core Non-polarity AWG16 to AWG14/Up to 330 ft (100 m) YJz::tg Egmﬁi

Shielded cable

%I: J'ffjff.n'f
‘ Remote Controller Wiring AB 2-core AWG20 to AWG14
- Up to 1640 ft (500 m)
- Up 1310 ft (400 m) in case of wireless remote control in group control.
- Up to 660 ft (200 m) total length of control wiring between indoor units
3 AC + Earth E e — |
208/230V —— b=
S e s — i
E E E E tE Refrigerant Cycle No. 8
_ e R
e — . Outdoor Name VRF-P1-04
il B Outdoor Type SMMS-i
Model Name MMY-MAP0964HTOUL
Horsepower 8ton
‘il : Outdoor Capacity 96.00kBtu/91.60kBtu/108.00kBtu/114.47kBtu
| Indoor Required Cooling Capacity 96.00kBtu/94.48 (94.48)kBtu/89.55kBtu
Indoor Required Heating Capacity 107.50kBtu/106.10 (106.10)kBtu/4.00kBtu
U1 U2 Unit Position Below
7 Outdoor Temperature Cooling/Heating 95.0F/54.0F
Additional Refrigerant 16.13lbs
o7/8"P1/2"
9.1/2[ft]
7/8"/P1/2" ®5/8"/P3/8"
2.0/3.0][ft] 2.0/3.0[ft]
'q q {
] B ra B s B ra ]
1 AC + Earth 220V
il Wil i i

i ‘/ i V i V it
d3/8" d5/8" d5/8" d1/2"
d1/4" d3/8" - d3/8" : - ®1/4" a
g = 1 g
11.0ft/2.0ft 4 .0ft/4.0ft 29.0ft/2.0ft g 37.0ft/4.0ft e

1 1 1 1

High Wall Medium Static Duct Medium Static Duct 4-way Cassette
MMK-APO123H2UL MMD-AP0304BH2UL-1 MMD-AP0364BH2UL-1 MMU-AP0182H2UL
1ton 2.5ton 3ton 1.5ton

12.00/11.98 (11.98)/11.70[kBtu]
13.50/13.32 (13.32)/1.00[kBtu]

30.00/29.95 (29.95)/25.30[kBtu]
34.00/33.56 (33.56)/1.00[kBtu]

36.00/35.38 (35.38)/35.38[kBtu]
40.00/39.48 (39.48)/1.00[kBtu]

18.00/17.17 (17.17)/17.17[kBtu]
20.00/19.74 (19.74)/1.00[kBtu]

RBM-HY1043UL

RBM-HY2043UL

[~ ]| =

RBM-HY1083UL

RBM-BY55UL

RBM-BY105UL

RBM-HY2083UL

RBM-BY205UL

A A A

- The user is responsible for ensuring that all data entered is correct.

- Equipment selections have been based on the Design Guidelines stated within the Toshiba SMMS-e/SHRM-e/SMMS-i/SHRM-i/MiNi-SMMS-e Installation Manual.

- It is the responsibility of the consultant or contractor, to verify and confirm that the equipment selection and system design is correct before installation.

- Please note that in the event of future system expansion being allowed for in the system design or a change in cooling/heating requirements, a re-evaluation of the air conditioning system must be made prior to final installation.
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